Notice No.8 


Rules and Regulations for the 
Classification of Special Service Craft, 
July 2022 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. Any 
corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2023 


| Amendments to Adoption Date Applicable Date | 


| Part 6, Chapter 3, Section 1 1 July 2023 1 January 2024 | 


Part 7, Chapter 3, Section 1 1 July 2023 1 January 2024 


Part 8, Chapter 2, Section 5 1 July 2023 1 January 2024 
Part 8, Chapter 3, Section 1 1 July 2023 1 January 2024 


Part 6, Chapter 3 
Scantling Determination for Mono-Hull Craft 


r Section 1 
General 


1.25 Openings in the web 


1.25.1 Where openings are cut in the web, the depth of opening is not to exceed 50 per cent of the web depth, and the opening is 
to be so located that the edges are not less than 25 per cent of the web depth from the face plate. The length of opening is not to 
exceed the web depth or 60 50 per cent of the secondary member spacing, whichever is the greater, and the ends of the openings 
are to be equidistant from the corners of cut-outs for secondary members. Where larger openings are proposed, or when the openings 
are provided in highly stressed areas, the arrangements and compensation required will be specially considered. 


Part 7, Chapter 3 
Scantling Determination for Mono-Hull Craft 


rT Section 1 
General 
1.25 Openings in the web 


1.25.1 Where openings are cut in the web, the depth of opening is not to exceed 50 per cent of the web depth, and the opening is 
to be so located that the edges are not less than 25 per cent of the web depth from the face plate. The length of opening is not to 
exceed the web depth or 6@ 50 per cent of the secondary member spacing, whichever is the greater, and the ends of the openings 
are to be equidistant from the corners of cut-outs for secondary members. Where larger openings are proposed, or when the openings 
are provided in highly stressed areas, the arrangements and compensation required will be specially considered. 


Part 8, Chapter 2 
Construction Procedures 


7 Section 5 
Details and fastenings 


5.5 Through bolting and bolted connections 


5.5.14 Shanks of threaded bolts are generally to be long enough to pass through the joint and shall have no threads on the surface 
within the laminate. 


Part 8, Chapter 3 
Scantling Determination for Mono-Hull Craft 


a Section 1 
General 


1.30 Openings in the webs of stiffening members 


1.30.1 Where openings are cut in the webs of stiffening members, the depth of the opening is not to exceed 50 per cent of the web 
depth, and the opening is to be so located that the edges are not less than 25 per cent of the web depth from the face laminate. The 
length of opening is not to exceed the web depth or 60 50 per cent of the secondary member spacing, whichever is the greater, and 
the ends of the openings are to be equidistant from the corners of cut-outs for secondary members. Where larger openings are 
proposed, or when the openings are provided in highly stressed areas, the arrangements and compensation required will be specially 
considered. 
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